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Established in 1991, Paul W. Marino Gages, Inc. is dedicated
to providing the finest quality products and professional
services to our customers for over 30 years.

In 2017 we relocated our offices to Florida, transitioned to a
virtual workspace environment and now collaborate with a
select group of manufacturers, designers, and builders, wherev-
er they may be, each best suited to the job at hand.

Our customer service and sales groups are knowledgeable,
professional and ready to assist you.

Our design group are specialists in several fields of design and
support all typical file formats.

Our manufacturing and quality groups consist of knee mills,
lathes, coordinate measuring systems and all associated
equipment required for manufacturing with the future in mind.
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Widespread Acceptance

O Aerospace

O Aircraft

0 Aluminum

0 Automotive

0 Communications

[0 Defense

Phone 313.300.0134
pmargage.com

0 Die Casting O Ship Building

O Electronics O Steel

0 Instrumentation O Tooling

0 Machine Tool O And growing
0 Medical

O Plastics
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The New Manufacturing
There is a worldwide movement to lean, efficient methods of manufacturing.

The U.S. government is currently working with major manufacturers to
implement modular, reconfigurable tooling. AMT fulfills the following:

0  Modular and reconfigurable
0  Rapid response and deployment
0  Light weight
0  Three E’s...ecological, ergonomic and economic
AMT Advantages
g
savings of time and money.
a
g
g
a
a

Fixtures may be built rapidly and modified easily, resulting in immediate

All components are completely reusable, unlike welded fixtures.

Aluminum is light in weight, resists corrosion and is ecologically sound
Modular elements make it easy to duplicate, or repeat, designs.

Large fixtures, such as body cubes, may be built in sections which can be

assembled or dismantled quickly, permitting work at multiple locations.

A fixture may be assembled away from its site of design.

Vacuum holding
fixtures

Multi-part pallet
systems for CMMs
Shuttle systems
Special machined
details

Standard details
Check rails, net pads,
locators

Clamping systems

AMT is ideal for: 0 Checking fixtures,

0 CMM Holding fixtures ~ SPC and indicating

0 Attribute gages 0 Body stacks, cube

0 Holding fixtures ups and bucks

0 Assembly fixtures O Armatures

0 Welding fixtures O Interior and exterior

0 Hand apply fixtures bucks
or gages O Jigs and jigging base

O Layout fixtures plates

0 Checking fixtures, O Universal, multi-part
flush and feeler holding devices

0 We have included several illustrations and photos of production
AMT jobs throughout our catalog — refer to the Photo chapter on
pages 139-150 for even more.

Phone 313.300.0134 @

pmargage.com
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Fast parts fixturing, rapid tool development, simplified machining and fast
assembly make American Modular Tooling an ideal addition to the worldwide

movement for lean, efficient methods of manufacturing. Every element has
been designed for maximum efficiency and cross-system adaptability. Compo-
nents are available individually, in kits or as custom fixtures designed and built

per your part print.

Material Properties of
AMT Components:

AMT “Construction
Grade” Extruded
Profiles and Locators

0 6061-T6, Temper 6

[0 KSI Tensile: 47,000
PSI

[0 KSI Yield: 40,000 PSI

[0 Hard Coat Anodized

O Elongation Factor:
8%

AMT “Professional

Grade” Extruded Pro-

files and Top Elements

0 7075-T6, Temper 6

[0 KSI Tensile: 78,000
PSI

[0 KSI Yield: 68,000 PSI

[0 Hard Coat Anodized

O Elongation Factor:
6%

AMT “Special Duty”

Extruded Profiles.

6082-T6, Temper 6,
Special Blend

KSI Tensile: 45,000
PSI

KSI Yield: 30,000 PSI
Hard Coat Anodized
Elongation Factor:
45—5.5%

AMT “Special Duty”
Cast Products

[0 319, 0-T5 Sand Cast

[0 KSI Tensile: 30,000
PSI

[0 KSI Yield: 26,000 PSI

O

O

Oooo o o

Hard Coat Anodized
Elongation Factor:
1.5%

AMT Connection

Elements

[0 2024-T6

[0 KSI Tensile: 69,000
PSI

[0 KSI Yield: 57,000 PSI

[0 Hard Coat Anodized

O Elongation Factor:

10%

Phone 313.300.0134
pmargage.com

Benefits of the
American Modular Tooling System

Manufacturing and Engineering:

O Facility Usage 48% Less
0 Lead Time 60% Less
O Tooling Costs 44% Less
0 Tooling Labor 60% Less
O Tool Design Costs 50% Less
0 Equipment Needs 70% Less
0 Reusable Material 70% Reusable

Manufacturing and Assembly:

0 Assembly Labor 70% Less
O Through-put Increase 45% More
0 Accuracy of Assemblies 50% Greater
0 Periodic Inspection 50% Less
O Reconfigurable Priceless
0 Modularity Priceless
O Rapid Engineering Chang-  Priceless
es
Other Benefits:

O Fewer corrosion problems due to hard
coat aluminum

Lower shipping costs due to lighter weight
Faster setup at customers facility

Good ROI on leasing of tool (70% reusable)
Can be used as temporary rate tool

Less space required for storage

Minimal maintenance requirements

OO0oo0ooooao

Environmentally correct

Front End

@ shoppwm.com

americanmodulartooling.com



American Modular %almq

Grid Plates

Grid Plates provide the basic structural
foundation of almost any fixture.

Pages 7—16

Hollows

Light weight Hollows feature a channeled
interior for high accuracy.

Pages 17—34

Special duty supports, gussets and foot
plates provide added strength.

Special Duty

Pages 35—42

Locating and Clamping Elements hold and
locate parts of many shapes and sizes.

Pages 43—72

Connection Elements permit rapid
assembly of fixtures.

Pages 73—86
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Tools and Storage Cabinets

Pages 87—92

Tools & Storage

Kits are designed to accommodate all
varieties of fixturing requirements.

Pages 93—124

Fixturing Kits

Studio Tools

Pages 125—138

Studio Tools

Photos

Pages 139—150

Phone 313.300.0134 @ shoppwm.com
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AMT grid plates
Material 7075-T6
Hard coat anodize
System 25 plates
feature 12.5mm
shouldering diameter
and M6 threads
0.02 mm (0.0008")
accuracy of flat,
square, parallel,
hole size and

hole locations
Refer to page 4 for
Material Properties

Phone 313.300.0134
pmargage.com

Part No. Dimensions, Grid
mm
AMT-11017 150 x 150 25
AMT-11018 150 x 200 25
AMT-11019 150 x 300 25
AMT-11020 150 x 350 25
AMT-11021 200 x 200 25
AMT-11022 200 x 250 25
AMT-11023 200 x 300 25
AMT-11024 200 x 350 25
AMT-11025 200 x 400 25
AMT-11026 225 x 100 25
AMT-11027 225 x 150 25
AMT-11028 225x 175 25
AMT-11029 225 x 200 25
AMT-11030 225 x 225 25
AMT-11031 225 x 250 25
AMT-11032 225 x 300 25
AMT-11033 225 x 350 25
AMT-11034 225 x 400 25
AMT-11035 250 x 300 25
AMT-11036 250 x 350 25
AMT-11037 250 x 400 25
AMT-11038 250 x 450 25
AMT-11039 250 x 500 25
AMT-11040 275 x 300 25
AMT-11049 300 x 300 25
AMT-11050 300 x 350 25
AMT-11051 300 x 400 25
AMT-11052 300 x 500 25
AMT-11056 375 x 375 25
AMT-11057 375 x 400 25
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Part No. Dimensions, Grid
mm
AMT-11058 375 x 450 25
AMT-11059 375 x 500 25
AMT-11063 400 x 400 25
AMT-11064 400 x 450 25
AMT-11065 400 x 500 25
AMT-11066 400 x 600 25
125 e wle 250
h‘ AMT-11067 400 x 700 25
' A(
125 N N
o o), AMT-11068 400 x 800 25
@ &
25.0 AMT-11075 450 x 650 25
v 7 N\
o) Kiﬂ,} AMT-11076 450 x 750 25
AMT-11077 450 x 800 25
AMT-11078 450 x 900 25
O AMT-11079 500 x 500 25
EIME
f ’ AMT-11080 500 x 700 25
I
4
AMT-11081 500 x 900 25
= AMT-11082 500 x 1200 25
‘MG‘ ‘MG‘
AMT-11086 600 x 600 25
AMT-11087 600 x 800 25
. AMT-11088 600 x 1000 25
0 AMT grid plates
0 Material 7075-T6 AMT-11089 600 x 1200 25
0 Hard coat anodize AMT11093 200 x 900 s
O System 25 plates ) X
feature 12.5mm AMT-11094 700 x 1200 25
shouldering diameter
and M6 threads AMT-11097 800 x 800 25
0 0.02mm (0.0008”) AMT-11098 800 x 1000 25
accuracy of flat,
square, parallel, AMT-11099 800 x 1200 25

hole size and
hole locations

The connection or locating elements
shown here have been designed to
work with all AMT grid plates. See
pages 77—79.

Combi Centering Combi
Retention Disc Retention
Bolt Bolt (shortened)

Phone 313.300.0134 @ shoppwm.com

pmargage.com americanmodulartooling.com
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AMT grid plates
Material 7075-T6
Hard coat anodize
System 25 plates
feature 12.5mm
shouldering diameter
and M6 threads
0 0.02 mm (0.0008”)
accuracy of flat,
square, parallel,
hole size and
hole locations
O Refer to page 4 for
Material Properties

O o0Ooog

Phone 313.300.0134
pmargage.com

Part No. Dimensions, Grid
mm
AMT-11117 175 x 175 50
AMT-11118 175 x 225 50
AMT-11119 175 x 325 50
AMT-11120 175 x 425 50
AMT-11121 200 x 200 50
AMT-11122 200 x 250 50
AMT-11123 200 x 300 50
AMT-11124 200 x 350 50
AMT-11125 200 x 400 50
AMT-11126 225 x 225 50
AMT-11127 225 x 325 50
AMT-11128 225 x 425 50
AMT-11129 225 x 525 50
AMT-11130 225 x 625 50
AMT-11135 250 x 300 50
AMT-11136 250 x 350 50
AMT-11137 250 x 400 50
AMT-11138 250 x 450 50
AMT-11139 250 x 500 50
AMT-11140 300 x 300 50
AMT-11141 300 x 400 50
AMT-11142 300 x 500 50
AMT-11143 300 x600 50
AMT-11151 400 x 400 50
AMT-11152 400 x 450 50
AMT-11153 400 x 500 50
AMT-11154 400 x 700 50
AMT-11155 400 x 800 50
AMT-11156 450 x 450 50
AMT-11157 450 x 500 50
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AMT grid plates
Material 7075-T6
Hard coat anodize

O o0Ooog

System 25 plates
feature 12.5mm
shouldering diameter
and M6 threads
0 0.02 mm (0.0008”)
accuracy of flat,
square, parallel,
hole size and
hole locations
O Refer to page 4 for
Material Properties

American Modular %almq @
Part No. Dimensions, Grid
mm
AMT-11158 450 x 600 50
AMT-11159 450 x 700 50
AMT-11160 450 x 800 50
AMT-11161 450 x 900 50
AMT-11162 450 x 1000 50
AMT-11163 450 x 1200 50
AMT-11164 500 x 500 50
AMT-11165 500 x 600 50
AMT-11166 500 x 700 50
AMT-11167 500 x 800 50
AMT-11168 500 x 900 50
AMT-11169 500 x 1000 50
AMT-11170 500 x 1200 50
AMT-11171 600 x 600 50
AMT-11172 600 x 700 50
AMT-11173 600 x 800 50
AMT-11174 600 x 900 50
AMT-11175 600 x 1000 50
AMT-11176 600 x 1100 50
AMT-11177 600 x 1200 50
AMT-11178 600 x 1300 50
AMT-11179 600 x 1400 50
AMT-11180 600 x 1500 50
AMT-11182 700 x 700 50
AMT-11183 700 x 800 50
AMT-11184 700 x 900 50
AMT-11185 700 x 1000 50
AMT-11186 700 x 1200 50
AMT-11187 700 x 1400 50
AMT-11188 700 x 1600 50

Phone 313.300.0134
pmargage.com
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Part No. Dimensions, Grid
mm
AMT-11189 700 x 1800 50
AMT-11190 800 x 800 50
AMT-11191 800 x 1000 50
AMT-11192 800 x 1200 50
AMT-11193 800 x 1400 50
AMT-11194 800 x 1600 50
25.0 50.0
4 AMT-11195 800 x 1800 50
25.0 - ~
f ©r
50.0 ] O AMT grid plates
T N 0 Material 7075-T6
L O Hard coat anodize
O System 25 plates
feature 12.5mm shouldering
diameter and M6 threads
R O 0.02 mm (0.0008”) accuracy of
i i flat, square, parallel,
| = | | %% | hole size and
hole locations
O Refer to page 4 for Material
Properties

Phone 313.300.0134 @ shoppwm.com

pmargage.com

americanmodulartooling.com
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Part No. Dimensions, Grid
mm
P W AMT-11240 325x 325 100
v AMT-11241 325 x 425 100
AMT-11242 325 x 525 100
AMT-11243 325 x 625 100
AMT-11244 325 x 725 100
AMT-11245 325 x 825 100
500 = wl<100.0~]
AMT-11246 325 x 1025 100
Y S
[
50.0 . -
/ ™~ AMT-11250 425 x 425 100
100.0 I AMT-11251 425 x 525 100
/ -
. @ Q:) AMT-11252 425 x 625 100
N
AMT-11253 425 x 725 100
AMT-11254 425 x 825 100
O AMT-11255 425 x 925 100
EIE]
, = AMT-11256 425 x 1025 100
I
4
AMT-11257 425 x 1125 100
= AMT-11258 425 x 1225 100
‘MG‘ ‘MG‘
AMT-11261 525 x 525 100
AMT-11262 525 x 625 100
) AMT-11263 525 x 725 100
0 AMT grid plates
0 Material 7075-T6 AMT-11264 525 x 825 100
b Hard coatanodize AMT-11265 525 x 925 100
O System 25 plates . X
feature 12.5mm AMT-11266 525 x 1025 100
shouldering diameter
and M6 threads AMT-11267 525 x 1125 100
0 0.02 mm (0.0008") AMT-11268 525 x 1225 100
accuracy of flat,
square, parallel, AMT-11271 625 x 625 100
hole size and AMT-11272 625 x 725 100
hole locations
O Refer to page 4 for AMT-11273 625 x 825 100
Material Properties
AMT-11274 625 x 925 100
AMT-11275 625 x 1025 100
AMT-11276 625 x 1125 100

Phone 313.300.0134
pmargage.com
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AMT grid plates
Material 7075-T6
Hard coat anodize
System 25 plates
feature 12.5mm
shouldering diameter
and M6 threads

0 0.02 mm (0.0008")
accuracy of flat,
square, parallel,
hole size and

O o0ooo

hole locations
O Refer to page 4 for
Material Properties

Phone 313.300.0134
pmargage.com

Part No. Dimensions, Grid
mm
AMT-11277 625 x 1225 100
AMT-11278 725 x 725 100
AMT-11279 725 x 825 100
AMT-11280 725 x 925 100
AMT-11281 725 x 1025 100
AMT-11282 725 x 1125 100
500 100.0-

. V_T AMT-11283 725 x 1225 100
50.0 We {} AMT-11284 725 x 1525 100
100.0 AMT-11286 825 x 825 100
KR &y {} AMT-11287 825 x 925 100

AMT-11288 825 x 1025 100
AMT-11289 825 x 1225 100
AMT-11290 825 x 1325 100
AMT-11291 825 x 1425 100
AMT-11292 825 x 1525 100
AMT-11293 825 x 1625 100
AMT-11294 825 x 1725 100
AMT-11295 825 x 1825 100

shoppwm.com

americanmodulartooling.com
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Part No. Dimensions, Grid
mm
AMT-11402 200 x 320 40
AMT-11403 200 x 360 40
AMT-11404 200 x 400 40
AMT-11405 320 x 320 40
AMT-11406 320 x 400 40
AMT-11407 320 x 440 40
AMT-11408 360 x 360 40
AMT-11409 360 x 400 40
AMT-11410 360 x 480 40
AMT-11411 360 x 520 40
AMT-11412 360 x 560 40
AMT-11413 400 x 400 40
AMT-11414 400 x 520 40
AMT-11415 400 x 600 40
AMT-11416 400 x 640 40
AMT-11417 400 x 680 40
AMT-11418 400 x 720 40
AMT-11419 400 x 760 40
AMT-11420 600 x 800 40

Note: Additional sizes and grid patterns
are available.

Phone 313.300.0134 @ shoppwm.com

pmargage.com americanmodulartooling.com
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SOLUTIONS®
Ideas

This Measuring Screen is an ideal system for use with portable
arm CMM systems, Camera, Laser or Photogrammetry systems.
Altogether, we held 21 parts on this fixture.

7y

The Toolbox

Part A Design

Part C Design

Part D Design

Phone 313.300.0134
pmargage.com
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Part A

Part C
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160 mm

20.0 mm
20.0'mm

40.0 mm|

40.0 mm

OO0
OO OO0
O OO0

[}

AMT aluminum
Hollows

Special Duty Hollows
feature a specially
blended aluminum
alloy.

KSI Tensile:

45,000 PSI

KSI Yield: 30,000 PSI
Hard Coat Anodize
Elongation Factor:
45—55%

Phone 313.300.0134
pmargage.com

Special Duty Dimensions, mm
AMT-19906 120 x 160 x 80
AMT-19907 120 x 160 x 120
AMT-19908 120 x 160 x 160
AMT-19909 120 x 160 x 200
AMT-19910 120 x 160 x 240
AMT-19911 120 x 160 x 280
AMT-19912 120 x 160 x 320
AMT-19913 120 x 160 x 360
AMT-19914 120 x 160 x 400
AMT-19915 120 x 160 x 440
AMT-19916 120 x 160 x 480
AMT-19917 120 x 160 x 520
AMT-19918 120 x 160 x 560
AMT-19919 120 x 160 x 600
AMT-19920 120 x 160 x 640
AMT-19921 120 x 160 x 680
AMT-19922 120 x 160 x 720
AMT-19923 120 x 160 x 760
AMT-19924 120 x 160 x 800
AMT-19925 120 x 160 x 840
AMT-19926 120 x 160 x 880
AMT-19927 120 x 160 x 920
AMT-19928 120 x 160 x 960
AMT-19929 120 x 160 x 1000
AMT-19930 120 x 160 x 1040
AMT-19931 120 x 160 x 1080
AMT-19932 120 x 160 x 1120
AMT-19933 120 x 160 x 1160
AMT-19934 120 x 160 x 1200
AMT-19935 120 x 160 x 1240

@D
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Special Duty Dimensions, mm
AMT-19936 120 x 160 x 1280
AMT-19937 120 x 160 x 1320
AMT-19938 120 x 160 x 1360
AMT-19939 120 x 160 x 1400
AMT-19940 120 x 160 x 1440
AMT-19941 120 x 160 x 1480
a— AMT-19942 120 x 160 x 1520
160 AMT-19943 120 x 160 x 1560
mm
AMT-19944 120 x 160 x 1600
AMT-19945 120 x 160 x 1640
120 mm
AMT-19946 120 x 160 x 1680
AMT-19947 120 x 160 x 1720
AMT-19948 120 x 160 x 1760
20.0 mm 40.0 mm
i T ] AMT-19949 120 x 160 x 1800
20.0' mm| —_—
" Olmm Q Q O U AMT-19950 120 x 160 x 1840
Q O Q Q AMT-19951 120 x 160 x 1880
A
k-) Q O O AMT-19952 120 x 160 x 1920
AMT-19953 120 x 160 x 1960
0 AMT aluminum AMT-19954 120 x 160 x 2000
Hollows AMT-19955 120 x 160 x 2040
O Special Duty Hollows
feat-ure a Specia]]y AMT-19956 120 x 160 x 2080
blended aluminum AMT-19957 120 x 160 x 2120
alloy.
0 KSI Tensile: AMT-19958 120 x 160 x 2160
45,000 PSI
0O KSI Yield: 30,000 PSI AMT-19959 120 x 160 x 2200
0 Hard Coat Anodize AMT-19960 120 x 160 x 2240
O Elongation Factor:
45—55% AMT-19961 120 x 160 x 2280
AMT-19962 120 x 160 x 2320
AMT-19963 120 x 160 x 2360
AMT-19964 120 x 160 x 2400
AMT-19965 120 x 160 x 2440

Phone 313.300.0134 @ shoppwm.com
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0 AMT aluminum

Hollows

O Special Duty Hollows
feature a specially
blended aluminum

alloy.
0 KSI Tensile:
45,000 PSI

O KSI Yield: 30,000 PSI

0 Hard Coat Anodize
O Elongation Factor:
4.5—5.5%
Be Creative...Think Modular
Phone 313.300.0134 @

pmargage.com

Special Duty Dimensions, mm
AMT-19966 120 x 160 x 2480
AMT-19967 120 x 160 x 2520
AMT-19968 120 x 160 x 2560
AMT-19969 120 x 160 x 2600
AMT-19970 120 x 160 x 2640
AMT-19971 120 x 160 x 2680
i AMT-19972 120 x 160 x 2720
AMT-19973 120 x 160 x 2760
160 mm
AMT-19974 120 x 160 x 2800
AMT-19975 120 x 160 x 2840
120 mm
AMT-19976 120 x 160 x 2880
AMT-19977 120 x 160 x 2920
AMT-19978 120 x 160 x 2960
200mm_ 40.0mm
B AMT-19979 120 x 160 x 3000
CTO O OO
40.0 mm

shoppwm.com
americanmodulartooling.com
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Testimonial of the Year:

Modular Tooling Reduces Fixturing Costs, Allows Conversion
From One Make to Another.

“It's easy to learn, but there is so much there that you have to sort
through it. Once you know what everything does, it’s like working
with one of those Erector® sets you had when you were a kid. It's
very, very user friendly.”

Bill Ralph, Quality Metalcraft, Inc.

“I would recommend
it to anybody. You
are better off sticking
with the people who
know what to do
with it.”

Two sided modular tool converted for reuse after
its initial run for a different manufacturer.

“If it's going to
cost us a measly
$3,000.00 to build
a, say, $100,000.00
fixture...we want
todoit.”

A close-up view showing a three-axis adjustable
locating element holding a door in body position.

“It's part of our system now, they are definitely going to
use it on the next big project. It should last for years.”

Read the entire article in Quality Magazine, 2008 or
online at www.qualitymag.com.
See more on our website, pmargage.com

Phone 313.300.0134 @ shoppwm.com
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About Us

We are dedicated to presenting the finest quality products to industry while
providing reliability and service. Our mission is to supply the technological
advances that enable the manufacturing process to work faster, with higher
precision, than past practices. We utilize methods that recognize global
economic, ergonomic and ecological considerations.

Over the years our highly skilled personnel, consistency in service, quality
and innovative ideas have proven to be our greatest assets.

Distributor Network

American Modular Tooling® products are sold through our highly valued
distributor network, world-wide. We make all efforts to protect those
relationships and are looking for additional qualified distribution networks
in many areas of the world.

If you are unable to locate a distributor in your area, or are interested in
becoming a distributor, please contact us at the numbers below.

Contact Us

Paul W. Marino Gages, Inc.

1 SE Ocean Blvd. Phone/Text: 313.300.0134
Stuart, FL. 34994 Email: pwminc@pmargage.com
United States Web: pmargage.com

Web: americanmodulartooling.com
eShop: shoppwm.com

The most current version of this catalog, and others, is available for download
from our website pmargage.com or request a copy on a USB stick..

The contents of this catalog are copyrighted.
©2008-2023 by Paul W. Marino Gages, Inc.

AMT®, American Modular Tooling®, and Solutions® are registered trade names of Paul
W. Marino Gages, Inc. This product is also protected by patents.

We have tried to prevent inaccuracies in this catalog. We reserve the right to change
or amend this publication without prior notice, and will inform you of any changes
in specification or availability at the time of your inquiry. All products were available
at the time of publication, if the exact part you wish is not available we will suggest
an alternative.

Phone 313.300.0134 @ shoppwm.com
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@ Intellectually Inspired Technology
@ Enduring Performance
@ Total Aggregate Value
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